TRIBOMAR*®
onboard fluid management

Water Testing

Sewage

Sewage Water Test Kit Basic

Determines parameters required by
MEPC 2 (1IV)

To determine the relevant parameters in
sewage water has to be easy and fast.
Through our comparator tests with
corresponding reagents you are able to do
both - quick and easy. Ready to start and
no training needed.

Recommended testing frequency: 1x month

The test contains supply for 10 - 12 months
including:

pH value (0 - 14) oo

+ Temperature co
« Coli/e.Coli/TVC 10/10/ 10
« TSS ©o
« BOD oo

Order No. # 1444
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The Sewage Water Test Basic is part of
the Tribomar water testing family and
can be easily combined with other test
cases.

Optional also available to meet MEPC
159(55):

+ Sewage Extended Kit #1656
* Including Basic #1444

and MEPC 227(64):

+ Sewage Premium Kit #1669
* Including Extended #1656

+ Photometric
* Phosphorus
+ Nitrogen

Biedenkamp 3e, 21509 Glinde
Hamburg / Germany



Q@? TRIBOMAR® Water Testing

onboard fluid management

Sewage

Sewage Water Test Kit Basic

Replacements

The Test Kit contains the amount for a full years supply. It
is recommended to test monthly

Spares parts and replacement reagents:

Spares: Replacment Reagents / Yearly Supply:
Name Order No. Name Order No.

pH-device 1324 pH buffer solution 1520

Incubator 1318 e.Coli / Coli * 1881

UV Lamp 1366 TVC & 1582

Thermometer 1264 BOD 1589

DipSlide Hold small 1809

DipSlide Hold med 1810 * 14 - 34 year shelf life
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TRIBOMAR®

onboard fluid management

Modular System Water Test Kits

Water Treatment

_J—

Potable Sewage Ballast Scrubber Cooling / Heating
WHO GDWR 2017 MEPC 2(V1) <2010 IMO BWMC 2017 MEPC 259 (68) 2015 Manufacturers
:b EU DWD 2015 MEPC 159 (55) < 2016 USCG VGP 2013 US EPA VGP 2013 Advice
f)) NDWR MEPC 227(64) <2018
o MLC 2006
ILO 2009
1450 | MEPC2 1444 1470 1671 1477
pH pH T Enterococci pH pH
© Temperature H / C Temperature Coli/E.coli Chlorine Temperature
g Chlorine free / total Coli/E.coli / TVC TVC Cyanuric Acid Chloride
o Coli/E.coli /TVC TSS Bromine Alkalinity
BOD Ozone Nitrite
1491 | MEPC 159 1656 1585 1618 1544
o] Enterococci coD v Salinity — Chlorine Dioxidé Total Hardness T
% Conductivity/TDS Chlorine free / total Zooplankton Turbidity Chlorine Dioxide
c Turbidity Phytoplankton
8 Total Hardness
Jj Copper
1568  MEPC227 1669 157 1621 1620
£ Lead l Nitrogen* ¥ Chlorine Dioxide PAH — Phosphate
=) Iron Phosphorus* Glycol
g Zinc
(] Chlorine Dioxide Premium+ 167?
a Photometric
*Passenger vessels only
Treatment + Add Ons + Tailor Made Test Kits
Potable Sewage Ballast Others Cooling / Heating
Add On Test Kit Treatment Treatment Test Kit
1709 1652
1689
Legionella Kits pH, Chlorine, TSS Total Chlorine Phosphate Buffer Phospate Test Kit

1805

Potable 652825

Reagent Kit CLX-XT

1704

Solution pH 7.0

BOD/ COD UREA Test Kit 1469
. : : 1588
5°d'“_m B|su|f|teo Total Chlorine Bufer Citric Buffer Solution o (VR Tesi [ |
Solution 38 —40% Turbidity Sol. CLX-XT 1672 |  pH4.0
1703 1790 S 1701 1735
Test Kit 1774 JLAW. KIT REAGENT Diesel CN Test Kit 1734
" — TOTAL CHLORINE
Maritime Water Test 1817 Boiler pCAP 315 Kit
kit 1751
1671 Check Valve Flushing Heating Bacteria Kit
Water Test Kit CT 35 Kit CLX-XT 1705
1789
Water Safe 1642 Sodium Meta- 1686
WS-425W Bisulfite Powder
1526
Potable DS MAX™"T Sodium Thiosulfate Tagman 1674
Powder 40-50% Hydrazine —
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