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Water Test Kit CT 35 - 200 - Tests
Easy and quick photometric tests

• pH       6.50 – 8.40 (0.0 – 14.0 optional)

• Chlorine (free/combined/total)   0.00 – 8.00 mg/L (ppm)

• Cyanuric Acid      0.0 – 160.0 mg/L (ppm)

• Active Oxgen (MPS)*     0.0 - 30.0 mg/l (ppm)

• Bromine      0.0 - 13.5 mg/l (ppm)

• Ozone 0.00 - 4.00 mg/l (ppm)

• Urea*       0.1 - 2.5 mg/l (ppm)

• PHMB*       5.0 – 60.0 mg/l (ppm)

• Chlorine Dioxide     0.0 - 11.4 mg/l (ppm)

• No Training Necessary

• All tests but pH can upgrade their range via dilution easily 2x – 10x

Water Treatment

All applicable vessels will need to maintain the system in line with the effluent standards or
risk detention. The Water Test Kit CT 35 provides easy tests for pH value, Chlorine, Ozone
and many other nessecary parameters. The device has a waterproof housing fo all
conditions. This test is a part of scrubber, potable or ballast water testing.

Crews who carry out regular testing will be able to take corrective action which will keep
efficiency high whilst keeping downtime to a minimum and reducing costs.

The test kit includes all needed items and test reagents including 200 tests each plus 50
tests CYA.

*reagents are not included in the test kit.
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